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TYPE APPROVAL CERTIFICATE
FOR AUTOMATIC DEVICES AND EQUIPMENT

Certificate No. TA21622M

This is to certify that the undernoted product(s) has/have been approved in accordance with the
requirements specified in Chapter 1, Part 7 of “Guidance for the Approval and Type Approval of
Materials and Equipment for Marine Use” and the relevant Society's Rules.

This certificate is issued to

Applicant: Siemens Industry, Inc.
Manufacturer: Siemens Industrial Automation Products Ltd., Chengdu
Place of Manufacturing: Chengdu No.99, Tian Yuan Road, High Tech Zone West

611731 Chengdu City, Sichuan Province P.R. China

- Product description: Programmable Electronic System
Model: S7-1200
Approval No.: 10A024
Valid until: 31 December 2026

This certificate is subject to the conditions specified in the attached sheet(s).

. Issued at Tokyo on 7 December 2021.

General Manager
Machinery Department

Note: The manufacturer, if desired, is requested to apply to the Society for renewal prior to the expiration date.
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Specification & documents:
1. Particulars:

Power supply: DC 24V or AC 120V/230V

2. Components and reference documents:

Components

Documents

Central Processing Units

6ES7 211-/ CPU1211C

6ES7 212-/ CPU1212C

6ES7 214- / CPU1214C

6ES7 215-/ CPU1215C

6ES7 217-/ CPU1217C

Signal Modules

6ES7 221-/ SM1221

6ES7 222~/ SM1222

6ES7 223-/ SM1223

6ES7 231-/SM1231

6ES7 232~/ SM1232

6ES7 234-/ SM1234

Communication Module

6ES7 241-/ CM/CB1241

Signal Board

6ES7 221-/SB1221

6ES7 222~/ SB1222

6ES7 223-/SB1223

6ES7 231-/SB1231

6ES7 232~/ SB1232

Accessaries

6ES7 954- / Memory Card

6ES7 297-/ BB1297

-Operating Instructions
C98130-A7569-A1-04-6419

-System Manual 04/2012
AS5E02486680-06

-System Manual 06/2015
AS5E02486680-AJ

-System Manual V4.4 11/2019
AS5E02486680-AN

- To be continued -
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3. Test Reports:
-IIA AS RD ST Type Test —2010-05, dated June 25 2010,
-IIA AS RD ST Type Test — 2012-05, dated May 24 2013
- Information for flame retardant according UL746C chapter 17
- SIMATIC Type Test—2014-02, dated 17.08.2015
- 4822889EMC01~4822889EMC04 dated 12 October 2021
- 190726 DTC2_ S71200_ Analog SMs_TT_Report,
191016A_DTC3 1212FC_DCDCDC - TT_Report,
191016B_DTC3 1212FC_DCDCRLY - TT Report,
191016C_DTC3 1214FC_DCDCDC - TT_Report,
191016D DTC3 1214FC_DCDCRLY - TT_Report,
191016E_DTC3 1215FC_DCDCDC - TT_Report,
191016F _DTC3 1215FC_DCDCRLY - TT_Report,
191016G_DTC3 1212C_ACDCRLY - TT_Report,
191016H DTC3 1214C_ACDCRLY - TT_Report,
1910161 DTC3 1215C_ACDCRLY - TT_Report,
191016]J DTC3 1217C_DCDCDC - TT_Report,
180905A_ MAP2 2 CM1241_TT Report,
180905B_ MAP2 2 SM1221_16DI TT Report,
180905C MAP2 2 SM1222 8RLY_TT_Report,
180905D MAP2 2 SM1223_16DIDQ_TT_Report,
180905H. MAP2 2 SM1231_4AI TT Report,
1809051 MAP2 2 SM1234 4AI2AQ TT_Report,
190219 SinkingDQ_TT Report R1

- To be continued -
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Test items & approval conditions:
1. Test items:
(Applied testing items are marked with X.)

ENVIRONMENTAL TESTS (IACS E10 Rev.7 basis) Mark

External examination X
Operation test and performance test X
Electric power supply failure test X

Electric X
Power supply fluctuation test

Pneumatic and Hydraulic --
Insulation resistance test X
High voltage test X
Pressure test (Pneumatic and Hydraulic) --
Dry heat test (Temperature 70°C X 16 hours) X
Damp heat test X
Vibration test (Acceleration *0.7gX 1.5 hours) X
Inclination test --
Cold test (Temperature -25°C X 16 hours) X
Salt mist test --
Electrostatic discharge immunity test X
Radiated radio frequency immunity test X
Conducted low frequency immunity test X
Conducted high frequency immunity test X
Burst / Fast transient immunity test X
Surge immunity test X
Radiated emission test X
Conducted emission test X
Flame retardant test -

- 'To be continued -
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2. Approval condition:
(1) Surge Immunity : External Protective circuits required for DC systems. See the current

System Manual (A5E02486680) for recommendations.

(2) To fulfill EMC requirement in the Bridge & Deck Zone and the General Power Distribution
Zone, the modules must be installed in a suitable EMI enclosure (Hoffman CSD 363412LGEMC
wall mount EMC enclosure or equivalent) and a filter is to be fitted in the power supply lines with
the following ratings: I-3A, C-2x0.47uF, C=2x4700pF, L=4x4.7mH, manufactured by Epcos, type

B84113-C-B30 or equivalent.

- The End -




